
ElectrochemistrySD Pocket Testers

Portable Testers for the Field, Plant or Laboratory

Ideal for municipal, industrial and and environmental samples, the newly re-designed 
SD Pocket Testers deliver reliable measurements with a user interface designed to 
simplify rountine measurements and processes such as calibration. 

Key Features of the SD Portable Testers Include: 
•	 New lid design functions as a sample cup, calibration vessel, re-hydrating cup and a  
     stable base to keep tester standing upright when not in use. 

•	 Easily replaceable electrodes extend the life of the testers.

•	 3-Color screen clearly indicates if tester is in reading, calibration or alarm mode.  

•	 Stablity indicatator lets you know when the reading has stabilized.



Lovibond® Water Testing

SD Pocket Testers

Replaceable  Replaceable  
ElectrodeElectrode

Color display indicates  Color display indicates  
tester mode: tester mode: 
blue:blue: measurement  measurement 
green:green: calibration  calibration 
red:red: alarm alarm

Lid acts as a stable Lid acts as a stable 
base to keep tester base to keep tester 
upright when not upright when not 
in usein use

Transparent lid can Transparent lid can 
hold measurement hold measurement 
samples, calibration samples, calibration 
standard or storage standard or storage 
solutions to keep solutions to keep 
sensors hydratedsensors hydrated

Easy operation Easy operation 
with 3 multi- with 3 multi- 
functionalfunctional    
buttonsbuttons

Up to 2000 hours Up to 2000 hours 
of life on one set of life on one set 
of of AAA batteriesAAA batteries

Easy to read,  Easy to read,  
backlit displaybacklit display  

Stability symbol shows Stability symbol shows 
a stable measurementa stable measurement

Auto-Hold as Auto-Hold as 
optional functionoptional function

Loop for Loop for 
lanyard  lanyard  
connectionconnection

Designed to fit in Designed to fit in 
one hand - for right one hand - for right 
and left handed and left handed 
users.users.

IP 67 rated  IP 67 rated  
waterproof  waterproof  
housinghousing

Buffer, standard & storage solutions

Lovibond® offers all the required   
solutions for maintenance and  
calibration of e-chem electrodes.

Protective cap for electrodes 

The sensor guard for the SD10 and 
SD40 protects the sensitive glass ball of 
the pH electrode from physical damage 
during measurements.

Lanyard 

A safety ring makes it easy  to attach 
the lanyard to the head of the unit. 
This allows you to wear any SD series 
unit comfortably around your neck and 
take it with you wherever you go.

Belt Clip 

The clip on the head of the device 
allows you to easily carry the device on 
your pocket, waistband, or belt – great 
for when you need both hands to  
prepare measurements in the field



Belt clip Belt clip 



Technical Data

SD10 pH SD20 ORP SD30 EC SD40 Multi

Parameter  
pH/Temperature

 
ORP/Temperature

 
Con/TDS/Salt/Temperature

 
pH/Con/TDS/Salt/Temperature

Measuring range pH: 0.00...14.00 
pH (mV): -1000…+1000 mV

ORP: -1000…+1000 mV Con:	0.01…20.00 mS/cm 
TDS:	0.01…20.00 ppt 
Salt:	0.01…10 g/L

pH:  	0.00...14.00 
Con:	0.01…20.00 mS/cm 
TDS:	0.01…20.00 ppt 
Salt:	0.01…10 g/L ppt

Resolution pH: 0.01 
pH (mV): 1

ORP: 1 mV Auto Scaling: 
Conductivity: 0.1 µS/cm, 1 µS/
cm, 0.01 mS/cm 
TDS: 0.1 ppm, 1 ppm, 0.01 ppt 
Salt: 0.01 ppt

pH: 0.01 
Auto Scaling: 
Conductivity: 0.1 µS/cm, 1 µS/cm, 
0.01 mS/cm 
TDS: 0.1 ppm, 1 ppm, 0.01 ppt 
Salt: 0.01 ppt

Accuracy pH: ± 0.01 (±1 digit) 
pH (mV): ± 0.2% FS

mV: ± 0.2% FS Con/TDS/Salt: ± 1% F pH: ± 0.01 (±1 digit),  
pH (mV): ± 0.2% FS 
Con/TDS/Salt: ± 1% FS

Calibration points 1 to 3 1 1 to 3 1 to 3

Automatic Standard 
Recognition

USA: 1.68/4.00/7.00/ 
10.01/12.45 pH 

NIST: 1.68/4.01/6.86/9.81/ 
12.45 pH

+470 mV (25 °C), Pt 
Ag/AgCl (3 M KCl)

Con: 84 µS/cm/ 
1413 µS/cm/12.88 mS/cm

pH 
USA: 1.68/4.00/7.00/ 
10.01/12.45 pH 
NIST: 1.68/4.01/6.86/9.81/ 
12.45 pH 
Con: 84 µS/cm/ 
1413 µS/cm/12.88 mS/cm

Alarm for limits Yes No

Measurement Stability Idicator Yes

Auto-Hold Function Yes

Temperature Measuring Range 0 – 50 °C/32 – 122 °F

Temperature Resolution 0.1 °C

Temperature Accuracy ± 0.5 °C

Auto-off after 8 minutes

Display 3-color backlight LCD to indicate instrument mode: blue = measuring, green = calibration, red = alarm

Protection Rating IP 67

Power Supply 4 x AAA (1.5 V) batteries, Alkaline

Battery Life > 2000 h

Operating Conditions 0-60 °C / 32-140 °F; 0-80% rel. humidity (non-condensing)

Dimensions & Weight  
(batteries included)

180 x 40 x 40 mm, 151 g 
~7 x 1.5 x 1.5 inches, 5.5 oz

Conformity CE

Part Numbers: 
Pocket Testers

720010 720020 720030 720040

Part Numbers: Part Numbers: 
Replacement ElectrodesReplacement Electrodes

720015720015 720025720025 720035720035 720045720045



Lovibond® Water Testing www.lovibond.com

Our experts know that electrochemical instruments, with  
sensitive electrodes, maintenance & care, are essential for routine 
testing in a wide variety of applications and industries. Lovibond®  
focused on making these testers simple and effective tools of the 
trade for operators:

• Transparent lid with stable base keeps the tester standing. This  
   multi-functional design allows the lid to be used as a sample cup  
   for calibration or routine measurements.

• Lid can be filled with storage solution for sensor maintenance &     
   humidity control while the tester is not in use. 

• Simplified sensor replacement.

Simplified Analysis 

Accessories

• Protective caps for extra sensitive electrodes extend the life of  
   the sensors.

• Simplified battery exchange with robust locking mechanism

• 2000+ hours of battery life (4 x AAA batteries) & waterproof  
   battery compartment.

SD10 pHSD10 pH SD20 ORPSD20 ORP SD30 ECSD30 EC SD40 MultiSD40 Multi Part NumberPart Number

Storage solution for Storage solution for 
pH/ORP (3 M KCl), 100 pH/ORP (3 M KCl), 100 
mLmL

Storage solution for Storage solution for 
pH/ORP (3 M KCl), 100 pH/ORP (3 M KCl), 100 
mLmL

Storage solution for Storage solution for 
pH/ORP (3 M KCl), 100 pH/ORP (3 M KCl), 100 
mLmL

726404726404

Storage solution for Storage solution for 
pH/ORP (3 M KCl), 25 pH/ORP (3 M KCl), 25 
mLmL

Storage solution for Storage solution for 
pH/ORP (3 M KCl), 25 pH/ORP (3 M KCl), 25 
mLmL

Storage solution for pH/Storage solution for pH/
ORP (3 M KCl), 25 mLORP (3 M KCl), 25 mL

726402726402

Calibration solution Calibration solution 
Redox Redox 
470 mV (25 °C), 100 mL470 mV (25 °C), 100 mL

195070195070

Conductivity solution Conductivity solution 
1413 µS/cm (NIST), 90 1413 µS/cm (NIST), 90 
mLmL

Conductivity solution Conductivity solution 
1413 µS/cm (NIST), 90 1413 µS/cm (NIST), 90 
mLmL

726654726654

Conductivity solution Conductivity solution 
12.88 mS/cm (NIST), 90 12.88 mS/cm (NIST), 90 
mLmL

Conductivity solution Conductivity solution 
12.88 mS/cm (NIST), 90 12.88 mS/cm (NIST), 90 
mLmL

726684726684

pH Buffer solution 4.01 pH Buffer solution 4.01 
(NIST), 500 mL(NIST), 500 mL

pH Buffer solution 4.01 pH Buffer solution 4.01 
(NIST), 500 mL(NIST), 500 mL

726116726116

pH Buffer solution 7.00 pH Buffer solution 7.00 
(NIST), 500 mL(NIST), 500 mL

pH Buffer solution 7.00 pH Buffer solution 7.00 
(NIST), 500 mL(NIST), 500 mL

726146726146

pH Buffer solution 10.01 pH Buffer solution 10.01 
(NIST), 500 mL(NIST), 500 mL

pH Buffer solution 10.01 pH Buffer solution 10.01 
(NIST), 500 mL(NIST), 500 mL

726176726176

Transparent Electrode Lid, SD TestersTransparent Electrode Lid, SD Testers 720051720051

Measuring Cup, 100 mLMeasuring Cup, 100 mL 384801384801

DI water, 1 GallonDI water, 1 Gallon R-3684-GALR-3684-GAL

Replacement Battery Lid, SD TestersReplacement Battery Lid, SD Testers 720050720050

Plastic Case, SD TestersPlastic Case, SD Testers 720052720052

AAA batteries, 4 PcAAA batteries, 4 Pc 19500261950026
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Tintometer Inc.
Tel: +1 941 756 6410
sales@lovibond.us
U.S.A.

Fox Scientific, Inc.
Tel: 817 783 7500
sales@foxscientific.com
U.S.A

Technical changes without notice. 
Lovibond® and Tintometer® are Trademarks of the Tintometer Group of Companies 
Printed in USA 01/22


